
A2230500

P4105091507-210201-00

L7 SOFT X-RAY
VERTICAL EXIT SLIT

MASK
(BOTTOM)

2:1

1 1 C

.015 [.381]

.010 [.254]

.005 [.127]

.25

125

TUNGSTEN, MIL-T-21014D+AMEND.1

11/94

C. BRITE 11/94

11/94

C. BRITE 11/94

ARE FOR REFERENCE ONLY.

PROHIBITED.  USE TRIM SOL OR APPROVED EQUAL LUBRICANT.

DIMENSIONS IN BRACKETS [  ] ARE MILLIMETERS AND

SULPHUR-BASED CUTTING FLUIDS AND ABRASIVES IS
WHEN MACHINING VACUUM PARTS, USE OF SILICONE,

NOTES:

3.

1.

P. ENGELBRECHT STERLING

P. ENGELBRECHT STERLING

16

[-C-]

16

.250 [6.35]

.500 [12.70]

.500 [12.70]

.411 [10.44]

.200 [5.08]

.125 [3.18]

16

16

[-B-]

1.125 [28.58]

.50 [12.70]

63

63

63

[o,.006m,A,B,C]

Ø .109 [2.77] THRU
3X

[o,.010m,A,B,C]

3X
Ø .272 [6.91] THRU

R .08 [2.03] MAX.
2X

CL

[-A-]

[h,.00004]
2

16 Ø .125 [3.18] THRU
2X - PILOT HOLES

[f,.0005][g,.001,B]

[g,.0004,A]

ANL DOCUMENT #410201-00095.
REQUIREMENTS, TESTING AND DELIVERY PREPARATION, SEE
FOR COMPLETE SPECIFICATIONS ON MACHINING, CLEANING, VACUUM2.

2X

[f,.0002]

.546 [13.87]

[o,.006m,A,B,C]
.293 [7.45]

1.093 [27.76]

.29 [7.37]

1810 UHV GRADE COPPER FREE


